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BMP 6.4.1
PERVIOUS PAVER PATIO WITH INFILTRATION BED

NOTES:
CONSTRUCTION:

1.

DURING CONSTRUCTION OF PERVIOUS PAVER PATIOS WITH INFILTRATION
BEDS, A QUALIFIED DESIGNER MUST OBSERVE AND EVALUATE THE SOIL
HORIZONS OF EACH BED EXCAVATION (A PORTION EXTENDING AT LEAST 3
FEET BELOW EACH BED BOTTOM), MUST DETERMINE THE SOIL'S SUITABILITY
FOR EACH INFILTRATION BED, AND MUST SUBMIT A SIGNED REPORT OF
HIS/HER OBSERVATIONS, EVALUATIONS, AND DETERMINATIONS TO YORK
TOWNSHIP PRIOR TO CONTINUING CONSTRUCTION OF EACH BED.

ORANGE CONSTRUCTION FENCING MUST BE INSTALLED/MAINTAINED TO
DELINEATE ALL INFILTRATION AREAS BEFORE/DURING EARTH DISTURBANCE
ACTIVITIES.

DURING EARTH DISTURBANCE ACTIVITIES, INFILTRATION AREAS MUST BE
PROTECTED FROM COMPACTION AND SEDIMENT.

- NON-WOVEN GEOTEXTILE FOR PERVIOUS PAVER PATIO INFILTRATION BEDS

SHALL CONSIST OF NEEDLED NON-WOVEN POLYPROPYLENE FIBERS AND
MEET THE FOLLOWING PROPERTIES:

A. GRAB TENSILE STRENGTH (ASTM D4632) >120 LBS
B. MULLEN BURST STRENGTH (ASTM D3786) > 225 PSI
C. FLOW RATE (ASTM D4491) > 95 GAL/MIN/SFT

D. UV RESISTANCE AFTER 500 HRS (ASTM D4355) >70%

E. HEAT-SET OR HEAT-CALENDARED FABRICS ARE NOT PERMITTED.
ACCEPTABLE TYPES INCLUDE MIRAFFI 140N, AMOCO 4547, GEOTEX 451, OR
APPROVED OTHERS.

STONE FOR PERVIOUS PAVEMENT INFILTRATION BEDS SHALL BE 2 INCH TO
1INCH UIFORMLY GRADED COARSE AGGREGATE, WITH A WASH LOSS OF NO
MORE THAN 0.5%, AASHTO SIZE NUMBER 3 PER AASHTO SPECIFICATIONS,
PART 1, 19™" ED., 1998, OR LATER AND SHALL HAVE VOIDS 40% AS
MEASURED BY ASTM C29.

NON-WOVEN GEOTEXTILE MUST ENVELOP STONE FOR PERVIOUS PAVEMENT
INFILTRATION BEDS.

AGGREGATE FOR PERVIOUS PAVEMENT PAVER SPACING AND BEDDING
SHALL BE °/3INCH TO NUMBER 16 SIEVE ASTM C-33 SAND OR CLEAN AASHTO
NO. 8 COARSE AGGREGATE.

PAVERS FOR PERVIOUS PAVER PATIOS SHALL BE SEGMENTAL,
INTERLOCKING PAVERS PROVIDING AT LEAST 10% VOID AREATO ALLOW
PASSAGE OF RUNOFF INTO INFILTRATION BEDS. A MAXIMUM 9 INCH X 9 INCH
SURFACE AREA PER PAVER SHALL BE USED WITH A MINIMUM %3 INCH GAP
BETWEEN INDIVIDUAL PAVER EDGES. PRODUCTS SHALL BE PLACED IN
CONFORMANCE WITH MANUFACTURER’S RECOMMENDATIONS.

THE PROPERTY OWNER SHALL SUBMIT MANUFACTURER'S DATA SHEETS
FOR MATERIALS AND INSTALLATION GUIDELINES TO THE TOWNSHIP FOR
REVIEW AND APPROVAL PRIOR TO SUBMITTING FOR A BUILDING PERMIT AND
PRIOR TO ANY EARTH DISTURBANCE AND/OR EXCAVATION FOR THE
PERVIOUS PAVER PATIO AREA IMPROVEMENTS. THE OWNER SHALL NOT
INITIATE SUCH ACTIVITIES PRIOR TO OBTAINING YORK TOWNSHIP APPROVAL
FOR SAID PERVIOUS PAVER PATIO MATERIALS AND ACTIVITIES. THE OWNER




ACKNOWLEDGES AND ACCEPTS FULL RESPONSIBILITY FOR ANY PERVIOUS
PAVER PATIO AREA IMPROVEMENTS AND HOLDS THE TOWNSHIP
HARMLESSFOR ANY DAMAGES RESULTING FROM SAID PERVIOUS PAVER
PATIO.

OPERATION AND MAINTENANCE:

10.

11.

12.

13.
14.

15.

16.

17.

18.

19.

AT LEAST TWICE EACH YEAR AND AFTER STORM EVENTS EXCEEDING 1 INCH
OF RAINFALL, INSPECT PERVIOUS PAVER PATIOS, INLET STRUCTURES
WITHIN AND DRAINING TO INFILTRATION BED, AND AREAS DRAINING TO
PERVIOUS PAVER PATIOS.

AT LEAST TWICE EACH YEAR AND AFTER STORM EVENTS EXCEEDING 1 INCH
OF RAINFALL, REMOVE SEDIMENT, TRASH, AND OTHER DEBRIS FROM INLET
STRUCTURES WITHIN OR DRAINING TO INFILTRATION BEDS, AND AREAS
DRAINING TO PERVIOUS PAVER PATIOS. IMMEDIATELY IMPLEMENT NEEDED
REPAIRS OR ACTIONS.

AFTER STORM EVENTS EXCEEDING 1 INCH OF RAINFALL, INSPECT PERVIOUS
PAVER PATIO CLEANOUTS TO DETERMINE IF THE PERVIOUS PAVEMENT
INFILTRATION BEDS DRAIN WITHIN 72 HOURS.

AT LEAST THREE TIMES EACH YEAR, VACUUME PERVIOUS PAVER PATIOS.
MAINTAIN AREAS DRAINING TO PERVIOUS PAVER PATIOS TO PREVENT SOIL
WASHOUT ONTO THE PAVERS. IMMEDIATELY REMOVE ALL TRASH OR OTHER
LITTER.

IMMEDIATELY CLEAN SOIL WASHED OR DEPOSITED ONTO PERVIOUS PAVER
PATIOS.

PROHIBIT STORAGE OF SOIL, MULCH, OR HAZARDOUS MATERIALS ON
PERVIOUS PAVER PATIOS OR AREAS THAT DRAIN TO PERVIOUS PAVER
PATIOS.

PROHIBIT HAZARDOUS MATERIAL CARRIERS FROM ENTERING TO PERVIOUS
PAVER PATIOS.

FOR ICE, APPLY NON-TOXIC, ORGANIC DEICERS, AS EITHER BLENDED,
MAGNESIUM CHLORIDE-BASED LIQUIDS OR AS PRETREATED SALT. PROHIBIT
APPLICATION OF SAND OR CINDERS.

PROHIBIT SEALING OF PERVIOUS PAVER PATIOS.

ADD THE FOLLOWING TO CONSTRUCTION IF APPLICABLE. THE STANDARD
DETAIL WILL NEED TO BE SUPPLEMENTED. REVISE NOTE NUMBERING AS
NEEDED.

XX.

YY.

ZZ.

INLETS AND CLEANOUTS FOR PERVIOUS PAVER PATIOS SHALL BE 12 INCH
ROUND HDPE PIPE WITH BOTTOM CAP AND MINIMUM 4 INCH THICK BASE OF
COMPACTED AASHTO NUMBER 57 COARSE AGGREGATE. ALL DRAINS SHALL
HAVE AASHTO H-20 GRATES.

DISTRIBUTION PIPES FOR PERVIOUS PAVER PATIOS SHALL BE

CONTINUOUSLY PERFORATED, SMOOTH INTERIOR, MINIMUM INSIDE
DIAMETER OF 6 INCHES, HIGH DENSITY POLYETHYLENE (HDPE) PIPE
MEETING AASHTO M252, TYPE S OR AASHTO M294 TYPE S.

CONVEYANCE PIPES FOR PERVIOUS PAVER PATIOS SHALL BE SOLID WALL,

SMOOTH INTERIOR, MINIMUM INSIDE DIAMETER OF 6 INCHES, HIGH DENSITY
POLYETHYLENE (HDPE) PIPE MEETING AASHTO M252, TYPE S OR AASHTO
M294 TYPE S.
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